
DEVELOPMENT REVIEW BOARD REPORT 

MEETING DATE: January 13, 2005   ITEM NO.  5 
    
 

CASE NUMBER/ 
PROJECT NAME 

22-DR-2004 
AFL for Sprint WCF  
   

LOCATION Cactus Road, west of the 105th Street alignment, which is east of the southeast 
corner of Cactus Rd. and 104th St.  

REQUEST Request approval to replace existing light pole with new light pole containing a 
concealed 3-sector wireless communication facility (WCF) antenna. 
 

OWNER City of Scottsdale 
480-312-4327 

ENGINEER ISE (through Young Design 
Corp)  
 

ARCHITECT/ 
DESIGNER 

Young Design Corp 
Architects 
480-451-9609 

APPLICANT/  
COORDINATOR 

Scott Quinn 
Sprint/ A F L 
Telecommunications 
602-318-8299 
 

BACKGROUND Zoning.   
The site is zoned R1-35 PRD (Single Family Residential in a Planned 
Residential) Dist.  This district permits Wireless Communication Facilities 
(WCF) on streetlights but requires DRB approval where the facilities are located 
within 150 ft. of properties used or likely to be used for residential purposes.  
Because of residential proximity this is a Type 3 WCF requiring DRB approval.  
 
Context. 
The site is within the Cactus Rd. right-of way and is situated adjacent to the 
Paradise Drive Estates community toward the south. Surrounding areas are also 
single-family residential with either R1-35 or R1-43 Dist. zoning. A 15 ft wide 
equestrian easement is situated located just south of Cactus Rd. on private lots. 
 

APPLICANT’S 
PROPOSAL 

Applicant’s Request.  
The request is for site plans and elevations approval to add a snug fit, Wireless 
Communication Facility (WCF) to a streetlight located within the Cactus Rd. 
right-of-way.  The existing city streetlight will be replaced with a new 40 ft. tall 
streetlight containing a concealed 3-sector, antenna.  The existing street light 
pole is 32 ft. tall with the street light arm and light reaching to 39 ft. in height.  
The proposed associated ground-mounted equipment is placed within the right-
of-way near the base of the pole.   The pole and antenna will be painted the same 
color to match the existing streetlights in the area.  A proposed decorative iron, 
art screen feature and landscaping will help to buffer the equipment cabinet from 
the street and adjacent property.  Neighbors have been contacted and no 
concerns have been expressed.  
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Development Information: 
• Existing Use: City Streetlight 
• Proposed Use: Streetlight with enclosed WCF antenna  
• Existing Height: 32 ft. tall light pole, 39 ft. to top of light fixture 
• Proposed Height: Top of antenna on light pole, 40 ft.  
• Parcel Size: Located within Cactus Rd. Right-of-Way 
• Distance to nearest Residential Property: 25 ft. more or less 

 
KEY ISSUES • A decorative art screen feature is proposed to shield the electrical 

equipment. 
• The electrical equipment and street light used for the WCF are located in 

the Cactus Road right-of-way. 
 

OTHER BOARDS AND 
COMMISSIONS 

 
The city trails coordinator has requested that the WCF use not encroach into the 
equestrian easement situated south of Cactus road. 
 

STAFF 
RECOMMENDATION 

 
Staff recommends approval, subject to the attached stipulations. 
 
 

STAFF CONTACT(S)  
 
Al Ward 
Senior Planner 
Phone:  480-312-7067 
E-mail: award@ScottsdaleAZ.gov 
 

 
 
Randy Grant 
Chief Planning Officer 
Phone:  480-312-1995 
E-mail: rgrant@ScottsdaleAZ.gov
  

ATTACHMENTS 1.          Applicant Narrative 
2.          Context Aerial 
2A.       Aerial Close-Up 
3.          Zoning Map 
4.          Site Plan/Elevations 
5.          Photo Simulation 
6.          Decorative Screen 
7.          RF Compliance 
A.         Fire Ordinance Requirements 
B.         Stipulations/Zoning Ordinance Requirements 
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ATTACHMENT A 

22 DR 2004                                                                                                                               DATE: 04-02-04  
SPRIT / AFT 

TELECOMMUNICATION  WFC 
SEC.  CACTUS RD. & 104TH. STREET 

SCOTTSDALE,   AZ.  
 

FIRE ORDINANCE REQUIREMENTS 
 

(INCORPORATE INTO BUILDING PLANS AS GENERAL NOTE BLOCK - USE ONLY THE DESIGNATED STIPULATIONS) 
 

 
  1.  PREMISES INDENTIFICATION TO BE LEGIBLE FROM 

           STREET OR DRIVE & MUST BE ON ALL PLANS. 
 

  2.  FIRE LANES & EMERGENCY ACCESS SHALL BE 
           PROVIDED & MARKED IN COMPLIANCE WITH CITY 
           ORDINANCE & IFC AT THE FOLLOWING LOCATIONS. 
 
                 
                 
                 
 

  3.  IT IS THE DEVELOPERS RESPONSIBILITY TO 
           DETERMINE ULTIMATE COMPLIANCE WITH THE FAIR 
           HOUSING ADMENDMENTS ACT & AMERICANS WITH  
           DISABILITIES ACT & INCORPORATE SAME INTO 
           THEIR BUILDING PLANS.   
 

  4.  SUBMIT PLANS & SPECS FOR SUPERVISED 
           AUTOMATIC EXTINGUISHING SYSTEM FOR ALL 
           COOKING APPLIANCES, HOOD PLENUMS &  
           EXHAUST DUCTS. 
 

  5.  PROVIDE A KNOX ACCESS SYSTEM: 
             A.  KNOX BOX 
             B.  PADLOCK 
             C.  KNOX OVERRIDE & STROBE SWITCH  
                       FOR AUTOMATIC GATES. 
 

  6.  SUBMIT PLANS FOR A CLASS       FIRE ALARM 
           SYSTEM PER SCOTTSDALE REVISED CODES. 
              

  7.  PROVIDE INTERIOR TENANT NOTIFICATION WHEN  
           OFF-SITE MONITORING IS REQUIRED. 
           (SEE FIRE ALARM INTERPRETATIONS FOR CLARIFICATION) 
 

  8.  ADD 2-1/2" WET FIRE HOSE VALVES (NSHT) IF FLOOR 
           AREA EXCEEDS 10,000 SQ. FT. PER FLOOR LEVEL  
           AND/OR IF FIRE DEPT. ACCESS IS LIMITED TO LESS 
           THAN 360°.        
 

  9.  BUILDINGS MAY BE SUBJECT TO INSTALLATION 
           AND TESTING REQUIREMENTS FOR A PUBLIC 
           SAFETY RADIO AMPLIFICATION SYSTEM. 
 
 
 
 
 
 
 
 
 
 
 
 
 
   

 
 10.  BACKFLOW PREVENTION WILL BE REQUIRED  

            ON VERTICAL RISER(S) OF CLASS 1 & 2 FIRE 
            SPRINKLER SYSTEMS PER SCOTTSDALE  
            REVISED CODE. 
 

 11.  PROVIDE ALL WEATHER ACCESS ROAD (MIN. 20')  
            TO ALL BUILDINGS & HYDRANTS FROM PUBLIC WAY 
            DURING CONSTRUCTION. 
 

 12.  NUMBER OF FIRE HYDRANTS REQUIRED,      .
            DEVELOPER SHALL HAVE THE REQUIRED 
            HYDRANTS INSTALLED & OPERABLE PRIOR TO THE 
            FOOTING INSPECTION.  HYDRANTS SHALL BE 
            SPACED AT A MAXIMUM OF       AT      GPM   
            THE DEVELOPER SHALL MAKE THE C.O.S. 
            APPROVED CIVIL WATER PLANS AVAILABLE  
            TO THE FIRE SPRINKLER CONTRACTOR. 
             

 13.  PORTABLE FIRE EXTINGUISHERS SHALL BE 
             INSTALLED.  SEE SHEET(S)                    
 

 14.  EXIT & EMERGENCY LIGHTING SHALL COMPLY 
             WITH THE C.O.S. ORDINANCE & THE IFC. 
             SEE SHEETS       
 

 15.  SUBMIT MSDS SHEETS & AGGREGATE QUANTITY 
            FOR ALL HAZARDOUS MATERIALS INCLUDING 
            FLAMMABLES, PESTICIDES, HERBICIDES, 
            CORROSIVES, OXIDIZERS, ETC.   
            PERMIT FOR ANY AMOUNT OF HAZARDOUS 
            MATERIALS STORED, DISPENSED, USED OR  
            HANDLED REQUIRES THAT A COMPLETED HMMP BE 
            PROVIDED WITH SUBMITTAL OF BUILDING PLANS. 
 

 16.  FIRELINE, SPRINKLER & STANDPIPE SYSTEM SHALL 
            BE FLUSHED & PRESSURE TESTED PER NFPA  
            STANDARDS & SCOTTSDALE REVISED CODES. 
 

 17.  FDC SIAMESE CONNECTIONS FOR SPRINKLERS  
            AND/OR STANDPIPES WILL BE LOCATED PER  
            ORDINANCE AND/OR AT AN APPROVED LOCATION.  
            MINIMUM SIZE 2-1/2 x 2-1/2 x        (NSHT) 
              4' TO 8' BACK OF CURB; INDEP. WET LINE. 
               WALL MOUNTED - 15' CLEAR OF OPENINGS. 
 

 18.  THE FIRE LINE SHALL BE EXTENDED A MAXIMUM OF 
             3' INTO THE BUILDING WITH A MINIMUM OF      
             CLEARANCE AROUND THE FIRE RISER. EXTERIOR 
             ACCESS MAY BE REQUIRED.       
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          22 DR 2004                                                                                                                      DATE: 04-02-04 
                                                 

19.                SPRINKLER SYSTEM SHALL BE INSTALLED TO COMPLY WITH MINIMUM NFPA 
                         CRITERIA (2002 EDITION) & CITY ORDINANCE.  SYSTEMS WITH 100 HEADS OR  
                         MORE SHALL HAVE OFF-SITE MONITORING. AFTER BUILDING PLAN REVIEW,             
                         INSTALLING CONTRACTOR SHALL SUBMIT (3) THREE COMPLETE SETS OF  
                         DRAWINGS & HYDRAULIC CALCULATIONS REVIEWED BY A MINIMUM NICET III  
                         DESIGN TECHNICIAN.                      
             

           A.   MODIFIED NFPA 13-D SYSTEM WITH RESIDENTIAL QUICK RESPONSE 
                      SPRINKLER HEADS (2002 EDITION)          
 
           B.   MODIFIED NFPA 13R SYSTEM (2002 EDITION) WITH RESIDENTIAL QUICK  
                      RESPONSE SPRINKLER HEADS IN DWELLING UNITS & ATTIC AREAS FED FROM 
                      SEPARATE FIRELINE PER C.O.S. ORDINANCE & INTERPRETATIONS & 
                      APPLICATIONS.  CALCULATE UP TO FOUR REMOTE HEADS & 900 SQ FT MIN. IN 
                      ATTIC.        
        
          C.   NFPA (2002 EDITION) COMMERCIAL SYSTEM / DESIGN CRITERIA:  
                            
                                                                                               
           D.   THE FIRE SPRINKLER SYSTEM DESIGN FOR WAREHOUSE / STORAGE OCCUPANCIES 
                      SHALL BE BASED ON THE FULL HEIGHT CAPACITY OF THE BUILDING PER SCOTTSDALE  
                     REVISED CODE.  DENSITY CRITERIA;       
                   
           E.   SPRINKLER DESIGN CRITERIA FOR UNSPECIFIED WAREHOUSE COMMODITIES: 
                      .45 OVER 3000 SQ. FT.       
                                                                  
           F.   THE PROJECT SPECIFICATIONS SHALL BE SUBMITTED WITH CONTRACT  
                      DRAWINGS.       
                       
 
           G.   NO   FIRE  DEPARTMENT  RQUIREMENTS  AT  THIS  TIME.  - 
 
 
 
 

Submit three (3) complete sets of drawings submitted by installing contractor, after building    plan review is complete.  Please 
refer questions to Fire Dept. Plan Review, 312-7070, 312-7684, 312-7127, 312-2372. 
 
 



Stipulations for Case: 
Sprint/AFL Telecommunications PH60XCO19A WCF 

22-DR-2004 
Unless otherwise stated, the applicant agrees to complete all requirements prior to final plan approval, to the 
satisfaction of Project Coordinator and the Final Plans staff. 
 

PLANNING  
APPLICABLE DOCUMENTS AND PLANS: 
DRB Stipulations 
1. Except as required by the City Code of Ordinances, Zoning Regulations, Subdivision Regulations, and 

the other stipulations herein, the site design and construction shall substantially conform to the following 
documents: 

2. Architectural elements, including dimensions, materials, form, color, and texture, shall be constructed to 
be consistent with the building elevations submitted by Young Design Corp. with a date of 12-6-2004. 

3. The location and configuration of all site improvements shall be constructed to be consistent with the site 
plan submitted by Young Design Corp. with a date of 12-6-2004. 

4. Location of the streetlight, ground mounted equipment and related wiring shall be located within the 
Cactus Rd. right-of-way.    

ARCHITECTURAL DESIGN: 
DRB Stipulations 
5. With the final plans submittal, the applicant shall submit a revised site plan that relocates all WCF ground 

mounted equipment outside of the sight distance visibility triangle.  The plans shall also show the sight 
distance visibility triangle location per Figure 3.1-14 of the Design Standards and Policies Manual. 

6. With the final plans submittal, the applicant shall submit a plan to verify that ground mounted equipment 
10 feet from the back of curb/bike lane along Cactus Road, to the satisfaction of City staff.  

7. The wireless communication facility antenna, mounting brackets and hardware shall be painted to match 
the color of the light pole. 

8. Prior to any construction, the contractor is required to notify the City of Scottsdale Street Light Supervisor 
regarding relocation, pole configuration and the work schedule by calling 480-312-7067.  A note stating 
this requirement must be placed on the final plans construction drawings. 

9. Prior to any construction, the contractor is required to notify Inspection Services by calling 480-391-5750.  
A Planning Inspection (#42) must be conducted prior to commencement of any construction.  A note 
stating this requirement must be placed on the final plans construction drawings. 

10. With the final plans submittal, the Wireless Provider shall submit a completed Permission for 
Improvements in the Right-of-Way document, to the satisfaction of City staff.    

11. Developer shall provide a new, “rusted metal” decorative screen around each of the 4 sides, to screen the 
ground mounted equipment, to the satisfaction of City staff.  

12. All existing public right-of-way and easements shall be shown on all final plans. 

13. Provider shall identify telephone and electrical sources and show detailed connections on final plans. 

14. The provider shall provide details of the light pole connections and transition from the pole to the 
equipment cabinets, to the satisfaction of the Street Light Supervisor for the City of Scottsdale. 

ATTACHMENT B 
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15. The provider shall submit details showing that the coaxial cable and all cable are to remain within the 
traffic signal standard and that all cables and coaxial cable between the signal pole and the equipment 
shall be completely underground. 

16. With the final plans submittal, the provider shall submit dimensioned and scaled details and/or 
manufacturer cutsheets of the antennas being used.  Any changes, including but not limited to the size 
and location of the proposed antennas shall be subject to further review and approval of the Planning and 
Development Services department. 

17. With the final plans submittal, the provider shall submit details of the equipment boxes, including the size 
(cu. ft.), height, color and other dimensions, to the satisfaction of City staff. 

18. No microwave dish is approved as part of case 22-DR-2004. 

19. With the final plans submittal, the applicant shall provide a detail of the required facility marker or plaque, 
showing conformance with ordinance requirements.  The location of the plaque shall clearly be shown on 
the site plan and elevations. 

20. Modify site plans and elevations where required, to read the correct scale. 

21. Clearly differentiate between the sidewalk and bike path on the site plan. 

22. Provide a dimension to the top of the antennas on the light pole. 

23. Prior to the final plans submittal, the applicant shall submit to the satisfaction of the Project Coordination 
Manager, a full written RF report verifying that at it’s maximum load, the wireless communication facility 
was tested and certified to meet or exceed the FCC’s radio frequency safety standards.  This report shall 
be updated every 3 years. 

EXTERIOR LIGHTING DESIGN: 
DRB Stipulations 
24. No exterior lighting is approved as part of this case. 
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